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Abstract. TheRepresentativeElementaryWatershed(REW)
approach proposed by Reggiani et al. (1998, 1999) rep-
resents an attempt to develop a scale adaptable modeling
framework for the hydrological research community. Tian
et al. (2006) extended the original REW theory for cold
regions through explicit treatment of energy balance equa-
tions to incorporate associated cold regions processes, such
as snow and glacier melting/accumulation, and soil freez-
ing/thawing. However, constitutive relationships for the cold
regions processes needed to complete these new balance
equations have been left unspeciﬁed in this derivation. In
this paper we propose a set of closure schemes for cold re-
gions processes within the extended framework. An energy
balance method is proposed to close the balance equations
of melting/accumulation processes as well as the widely-
used and conceptual degree-day method, whereas the clo-
sure schemes for soil freezing and thawing are based on
the maximum unfrozen-water content model. The proposed
closure schemes are coupled to the previously derived bal-
ance equations and implemented within the Thermodynamic
Watershed Hydrological Model (THModel, Tian, 2006) and
then applied to the headwaters of the Urumqi River in West-
ern China. The results of the 5-year calibration and 3-year
validation analyses show that THModel can indeed simulate
runoff processes in this glacier and snow-dominated catch-
ment reasonably well, which shows the prospects of the
REW approach and the developed closure schemes for cold
regions processes.
Correspondence to: F. Tian
(tianfq@tsinghua.edu.cn)
1 Introduction
Prediction of hydrological responses at the catchment scale
in a changing environment, such as due to natural and hu-
man induced climate and landscape changes, is a grand chal-
lenge in the hydrological sciences, and is of crucial impor-
tance for sustainable water management and hazard mitiga-
tion. The current generation of physically based, distributed
hydrological models for the upscaling of point-scale balance
equations, as set out by Freeze and Harlan (1969), have the
drawback that there is no a priori perception about how the
micro-scale processes interact with each other and therefore
cannot account for the self-organized features that emerge
at the macro-scale, i.e. catchment scale, as a result of these
interactions (McDonnell et al., 2007). One of the most ob-
vious emergent features frequently recognized in the litera-
ture is preferential ﬂow which results from the interactions of
subsurface ﬂow, soil and biota, and cannot be easily handled
using traditional micro-scale process descriptions. Models
such as SHE (Abbott et al., 1986), THIHMS-SW (Ni et al.,
2008), among many others, are often criticized for their ex-
cessive complexity, parameter identiﬁability and thus uncer-
tainty in comparison with limited data availability and exces-
sive computational demands.
The Representative Elementary Watershed (REW) ap-
proach ﬁrst proposed by Reggiani et al. (1998) provides a
general framework to incorporate all possible emergent be-
haviors of the hydrological system parameterized directly at
the catchment scale. It invokes mass, momentum, and en-
ergy conservation equations and entropy constraints directly
at the scale of the so called Representative Elementary Wa-
tersheds (REWs), which are by themselves macro-scale dis-
crete units. By coupling appropriate closure relationships
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to these balance equations to make the system of governing
equations determinate (Reggiani et al., 1999), the REW ap-
proach has the potential to represent the net effects of the
spatial and temporal heterogeneity of micro-scale processes
(Leeetal., 2007), includingtheeffectsofself-organizingfea-
tures that emerge at the macro-scale without any conceptual
jump or inconsistency. For these reasons we argue, as do
Reggiani and Schellekens (2003) and Reggiani and Rientjes
(2005), that the REW approach can serve as an alternative
blueprint compared to the classical Freeze and Harlan (1969)
blueprint, providing a key building block to a general mod-
eling framework when combined with the alternative down-
ward approach to modeling (Sivapalan et al., 2003).
However, the set of balance equations arising from the
REW approach, on their own, are indeterminate, i.e. they
have more unknowns than equations. In other words, the
states of the system and the ﬂux exchanges cannot be de-
termined just through the use of the conservation principles
which are quite common in continuum mechanics. They
have to be supplemented by additional equations, including
geometric and constitutive relationships, to make the ﬁnal set
of balance equations determinate. This issue is usually called
the closure problem (Zhang et al., 2005) which lies at the
heart of the REW approach, as pointed out by Beven (2002,
2006). In the original work of Reggiani et al. (1998), each
REW is divided into ﬁve sub-regions (zones), i.e. an unsatu-
rated zone (u-zone), a saturated zone (s-zone), a concentrated
overland ﬂow zone (c-zone), a saturated overland ﬂow zone
(o-zone), and the main channel reach (r-zone). Remaining
within this system deﬁnition, several researchers have pro-
posed different closure schemes and have applied them to
hypothetical and real watersheds. Reggiani et al. (1999) de-
veloped a set of constitutive relationships through exploita-
tion of the second law of thermodynamics, and subsequently
demonstrated the applicability of the REW approach and the
corresponding closure schemes in hypothetical (Reggiani et
al., 2000, 2001) and real watersheds (Reggiani and Rientjes,
2005). Based on Reggiani et al.’s (1999) closure scheme,
Zhang et al. (2005) introduced an interception component
and developed a multi-layer soil column deﬁnition for the
REW formulation and applied the resulting REWASH model
to Geer River basin, and improved the representation for
subsurface storm ﬂow by incorporating the macropore do-
main and applied to Alzette River basin (Zhang et al., 2006).
Lee et al. (2007) and Tian (2006) surveyed the variety of
methods in use for developing the constitutive relationships,
and classiﬁed them into two primary types, namely, the ex-
perimental method and the statistical method. Of these,
the former is based on direct regression analysis of labora-
tory and/or ﬁeld experimental results, and the latter is based
on the upscaling of micro-scale process understanding to
the macro-scale, similar to statistical mechanics. With the
help of the fully physically based, distributed hydrological
model, CATFLOW (Zehe et al., 2001), Lee et al. (2007) pro-
posed a closure scheme that was different from Reggiani et
al. (1999, 2005) by explicitly considering spatial heterogene-
ity of soil properties. Tian (2006) obtained similar results by
coupling the Monte Carlo simulation approach and the 1-D
Richards’ equation. On the basis of the closure relations de-
veloped through up-scaling of the CATFLOW model, Lee et
al. (2005) developed the CREW model and applied it to the
Weiherbach watershed in Germany and Susannah Brook wa-
tershed in Australia.
Despite all this progress, the original REW approach can-
not fully account for energy related processes, especially in
cold regions which exhibit a complex hydrological regime.
In fact, cold regions cover nearly half of the global land area
(Yang et al., 2000), at least during the cold season, and inﬂu-
ence the mass and energy exchanges between landscape and
atmosphere to a large extent, and the water that melts from
the glaciers and snowpacks accounts for a signiﬁcant com-
ponent of daily water supply in cold regions (McManamon
et al., 1993; Williams and Tarboton, 1999). Hydrological
processes in cold regions are strongly inﬂuenced by energy
storageand transfer processes, which, sofar, cannotbe repre-
sentedwithintheReggianietal.(1998, 1999)originalformu-
lation of the REW approach. By re-deﬁning the structure and
compositionoftheREW,Tianetal.(2006)haveextendedthe
REW approach for cold regions. In their revised formulation,
each REW is partitioned into six surface sub-regions and
two subsurface sub-regions. Vegetation, snow, soil ice, and
glacier ice are added to the existing system that included wa-
ter, gas, andsoilmatrix. Asaresult, energyrelatedprocesses,
i.e. evaporation/transpiration, snowpack and glacier accumu-
lation/depletion, and soil freezing/thawing, can be modeled
in a physically reasonable way. The Thermodynamic Hydro-
logical Model (THModel) has been developed by adopting
Lee et al.’s (2007) closure scheme within this new extended
REW formulation and applied to the semi-arid experimental
watershed(ChabagouRiverbasin)inChinawithgoodresults
(Tian, 2006; Tian et al., 2008). However, up till now the clo-
sure schemes incorporated in the model completely exclude
the energy balance equations and constitutive relationships
appropriate for cold regions processes have not been devel-
oped within the REW framework. This paper will serve as a
companion paper to Tian et al. (2006) and aims to develop
parsimonious parameterizations for the snow/glacier melt-
ing and accumulation, soil freezing and thawing by taking
full advantage of energy balance equations, and to demon-
stratethecapabilityofageneralizedREW-basedcoldregions
model for long-term streamﬂow modeling in high mountain-
ous cold regions.
The remainder of this paper is organized as follows. In
Sect. 2 we give a brief review of special REW balance equa-
tions for cold regions as well as the numerical aspect of
the THModel. Following this, in Sect. 3, we will propose
appropriate constitutive relationships for the glacier zone,
snow covered zone, and soil ice within the unsaturated zone,
which will make the coupled balance equations fully deter-
minate. This will be followed up, in Sect. 4, by a case study
Hydrol. Earth Syst. Sci., 12, 565–585, 2008 www.hydrol-earth-syst-sci.net/12/565/2008/L. Mou et al.: Application of the REW approach for cold regions 567
 
 
 
 
 
 
 
impermeable strata
saturated zone
unsaturated zone
main channel reach
sub-stream 
network
vegetation covered 
zone
glacier covered zone snow covered zone
glacier
grass
tree
water table
water table
bared soil zone
lake
snow
 
 
 
 
 
 
 
 
 
 
 
 
 
Fig. 1. Deﬁnition of REW after Tian et al. (2006).
involvingtheapplicationofthenewTHModeltoaheadwater
catchment of the Urumqi River Basin located in northwest of
China, and a discussion of the results of model application.
This will be followed, in Sect. 5, by a summary of the main
results and conclusions.
2 Brief review of THModel
IntheTHModel(Tianetal., 2006, 2008), theREWisdivided
into a surface layer and a subsurface layer (see Fig. 1). Six
sub-regions (or zones) are deﬁned in the surface layer, i.e. a
bare soil zone (b-zone), a vegetated zone (v-zone), a snow
covered zone (n-zone), a glacier covered zone (g-zone), a
sub-stream-network (t-zone), and the main channel reach (r-
zone), while two sub-regions are deﬁned in the sub-surface
layer, i.e. an unsaturated zone (u-zone) and a saturated zone
(s-zone). The ice phase is introduced into both the u-zone
and s-zone to allow soil freezing and thawing to be modeled.
The mass, momentum, energy balance equations for each
zone are derived in a systematic and extensible way by Tian
et al. (2006). All the balance equations are coupled together
and solved simultaneously for either temperate or cold re-
gions. The constitutive relationships for temperate regions
processes within THModel framework have been worked out
and tested at Chabagou watershed (Tian et al., 2008) by fol-
lowing Lee et al. (2007). In this paper we will develop the
constitutive relationships for cold regions processes and cou-
ple the existing balance equations and constitutive relation-
ships to get a solvable mathematical system. Although the
balance equations for all the zones are already there, in the
interest of consistency we will here list the special balance
equationsforcoldregionsincludingthoseforg-zone, n-zone,
and u-zone, and make some minor revisions in them for later
use (see Table 1). In frozen areas the saturated zone is con-
sidered to be beneath the frozen soil layer and mass exchange
rate between the s-zone and other sub-regions is rather slow
(Lin, 1980). As a ﬁrst attempt, the balance equations for
s-zone are, therefore, ignored in this paper. For u-zone, as
shown in Table 1 (Eq. 7), the exchange terms between the
u-zone and its environment and among different phases are
highly complex. To conﬁne the problem to a manageable
level, we assume that (a) the depth and area ratio of u-zone
are constant in the frozen areas, (b) water exchange with
neighboring REWs or the external world is negligible, (c)
water exchange with the g-zone is negligible, and (d) water
exchange with s-zone is negligible. Also, we provide here
an alternative simpler way to account for the saturation ex-
cess runoff by introducing the mass exchange term from the
u-zone to the t-zone
 
eut
l

instead of changing the area of the
t-zone as done in Tian et al. (2008). Given the above as-
sumptions, we obtain the simpliﬁed mass balance equation
for u-zone after adding Eqs. (7) and (8) in Table 1, which is
shown as Eq. (9) in Table 1. For details about the balance
equations and the established closure relationships please re-
fer to Tian et al. (2006, 2008), and about the symbols in the
following equations please refer to the Nomenclature.
The numerical part of THModel is implemented with the
help of a widely-used ODE solver, CVODE (Cohen and
Hindmarsh, 1996), within which the iterative scheme for
solving a set of ODEs is based on the Backward Differentia-
tion Formulas (BDE) coupled with Newtonian Iteration for
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Fig. 2. A general depiction of mass and energy exchange terms among sub-regions in cold regions.
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Fig. 3. Mass and energy exchange terms of snow covered zone.
nonlinear equations and the preconditioned GMRES algo-
rithm for linear equations.
3 Constitutive relationships for the energy related pro-
cesses in cold regions
Special processes in cold regions can be classiﬁed into two
types. One is the glacier/snow melting and accumulation,
which may contribute to annual or seasonal runoff and hence
greatly inﬂuence the overall water balance, and the other
is soil freezing and thawing which may alter soil proper-
ties and hence can dramatically inﬂuence water and energy
transfers in the unsaturated zone. Both of them are driven by
relevant energy processes, which are primarily thermal pro-
cesses. These contribute to the intimate and complex cou-
pling between water and heat transfer and storage processes.
Generally speaking, both snow and glacier melting pro-
cesses are subject to similar driving forces, i.e. the solar ra-
diation and sensible heat ﬂux. We can close the balance
equations of the g-zone and n-zone by explicitly considering
the energy transfer processes in a rigorous manner, which is
called energy balance method in this paper (see Sect. 3.1 be-
low). It is, however, always difﬁcult in practice to apply the
energy balance method to model snow melt for long-term,
large-scale applications owing to the large heterogeneity of
snow distribution in space and time, the complex structure of
snowpackandlimiteddataincold, remoteregions. Asimpler
Hydrol. Earth Syst. Sci., 12, 565–585, 2008 www.hydrol-earth-syst-sci.net/12/565/2008/L. Mou et al.: Application of the REW approach for cold regions 569
Table 1. Balance equations for glacier, snow and unsaturated zone in THModel (Tian et al., 2006).
No. Zone Note Balance equation
1 Liquid phase, mass balance 0=e
gT
l +e
gu
l +e
gt
l +e
g
lg+e
g
li
2 g-zone Solid phase, mass balance d
dt (ρ
g
i ygωg)=e
gT
i +e
g
ig+e
g
il
3 Heat balance ygωgcg d
dt T g=l0
lg(e
g
lg+e
g
ig)+lile
g
il+R
g
nωg+QgT
4 Liquid phase, mass balance d
dt (ρn
l εn
l ynωn)=enT
l +enu
l +ent
l +en
lg+en
ln
5 n-zone Solid phase, mass balance d
dt (ρn
nεn
nynωn)=enT
n +en
ng+en
nl
6 Heat balance ynωncn d
dt T n=l0
lg(en
lg+en
ng)+lilen
nl+Rn
nωn+QnT +Qnu
7 Liquid phase, mass balance d
dt

ρu
l εu
l yuωu

=euEXT
l +
NK P
L=1
euL
l +eus
l +eub
l +euv
l +eun
l +e
ug
l +eu
li
8 u-zone Solid phase, mass balance d
dt

ρu
i εu
i yuωu

=eu
il=−eu
li
9 Simpliﬁed mass balance ρlyuωu d
dt
 
εu
l

=eub
l +euv
l +eun
l +eut
l −ρiyuωu d
dt
 
εu
i

10 Heat balance ωuyucu d
dt T u=Qub+Quv+Qun+Qut+lilρiyuωu d
dt
 
εu
i

Note: (1) All heat balance equations are for the whole sub-regions; (2) In this paper we use T to denote the temperature other than θ in
Tian et al. (2006) (not to be confused with the vector symbol T to denote the momentum term); (3) Heat exchange term between g-zone
and u-zone is omitted for the trivial water exchange term and usually minor area fraction of g-zone, and the accompanying heat ﬂuxes with
runoff from g-zone and n-zone are small and thus omitted.
method using the widely-used degree-day formula is, there-
fore, then introduced to provide an alternative approach to
close the n-zone balance equations (see Sect. 3.2 below).
Mass and energy exchange terms among different sub-
regions are illustrated generally in Fig. 2 and the detailed one
for the n-zone is shown in Fig. 3.
3.1 Energy balance method for closing glacier and snow
melting/accumulation processes
Mass and energy terms are intimately coupled during glacier
and snow melting/accumulation processes, which can be
clearly seen from the mass balance equations for g-zone and
n-zone and the corresponding heat balance equations in Ta-
ble 1. In order to close the balance equations, we must spec-
ify all the redundant unknowns in a physically reasonable
way. In the interest of simplicity, we will take the g-zone as
an example in the following section while the same method
can be applied to the n-zone without too many changes.
For the balance equations in the g-zone, i.e. Eqs. (1–3) in
Table 1, we take the variables

yg,T g,e
gt
l

as independent
unknowns, and assume that the variation of g-zone area (ωg)
is rather small and thus ωg itself can be considered as a con-
stant over hydrological time scales, and the water exchange
term between the g-zone and the u-zone (e
gu
l ) is small and
can thus be ignored as mentioned in Sect. 2. The dependent
unknowns are therefore

e
gT
l ,e
gT
i ,R
g
n,QgT,e
g
lg,e
g
ig,e
g
il

,
which can be speciﬁed in terms of driving forces (i.e.
observations) or through appropriate closure relationships.
(1) Precipitation (e
gT
l and e
gT
i )
Precipitation may fall as either rainfall (e
gT
l ) or snowfall
(e
gT
i ) which depends on the vertical distribution of tem-
perature in the atmosphere. We adopt here, however, a
simple yet popular temperature threshold method, i.e. if air
temperature is above the threshold then precipitation falls as
rain, otherwise precipitation falls as snow.
(2) Areal average net radiation intensity (R
g
n)
Thenetradiationvarieswithextraterrestrialradiation, sun-
shine duration and terrain features in the basin. The areal
average net radiation can be estimated by GIS software (Ku-
mar et al., 1997). For simplicity, we calculate using Eq. (1)
as follows:
R
g
n = R
g
nc
g
rn (1)
where R
g
n is the local net radiation intensity absorbed at a
representative position with mean elevation in the g-zone
(MJm−2 day−1), c
g
rn is a coefﬁcient which incorporates the
inﬂuence of terrain factors including slope, aspect, and hill-
shade on solar radiation as well as the spatial heterogene-
ity within the REW. R
g
n is affected by both surface solar ra-
diation and long-wave radiation released from the ground,
which can be calculated as follows.
R
g
n = R
g
s ×
 
1 − αg
− R
g
nl (2)
where R
g
s is the local surface solar radiation (MJm−2 day−1),
and R
g
nl is local net long-wave radiation (MJm−2 day−1), αg
is the albedo of the glacier.
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The surface solar radiation is determined by the extrater-
restrial radiation, sunshine duration, and also the geographic
location. The formula recommended by Shuttleworth (1993)
and Allen et al. (1998) is adopted in this paper as follows:
R
g
s =

as + bs
nsun
Nsun

Ra (3)
Ra = 37.586dr (ωs sinϕ sinδ + cosϕ cosδ sinωs) (4)
where Ra is the daily extraterrestrial radiation
(MJm−2 day−1), nsun is the actual duration of sunshine
(hour), Nsun is the maximum possible duration of sunshine
or daylight hours (hour), as is a regression constant indi-
cating the fraction of extraterrestrial radiation reaching the
earth on overcast days, i.e. nsun=0, as+bs is the fraction of
extraterrestrial radiation reaching the earth on a clear day,
i.e. nsun=Nsun, dr is the inverse relative distance Earth-Sun,
ωs is the sunset hour angle, ϕ is the latitude, δ is the solar
declination.
The albedo αg depends on the characteristics of glacier
surface including wetness, grain size, snow age, snow depth,
and snow density (Anderson, 1976), although a good rela-
tionship between albedo and daily air temperature could be
found. For example, Kang et al. (1992) proposed the follow-
ing empirical formulae to estimate daily averaged albedo on
the basis of observed air temperature in the headwaters of
the Urumqi River, which will be adopted in our case study
(Sect. 4).
αsnow = 0.82−0.03Ta−1.74×10−3T 2
a −1.14×10−4T 3
a (5)
αice = 0.27 − 0.01Ta (6)
where αsnow is snow surface albedo, αice is glacier surface
albedo, Ta is the daily mean air temperature (◦C). When it
snows the glacier is covered with snow and Eq. (5) can be
used to calculate αg, or Eq. (6) can be used.
Also from Shuttleworth (1993) and Allen et al. (1998), the
long-wave radiation R
g
nl is estimated as follows:
R
g
nl = σ
 
T 4
a,max + T 4
a,min
2
!
 
0.34 − 0.044
√
ea


1.35
R
g
s
R
g
so
− 0.35

(7)
where σ is Stefan-Boltzmann constant, i.e. 4.903×10−9
(MJK−4 m−2 day−1), Ta,max is the daily maximum absolute
temperature (K), Ta,min is the daily minimum absolute
temperature (K), ea is the actual vapor pressure (kPa), and
R
g
so is clear-sky radiation (MJm−2 day−1).
(3) Heat exchange rate with atmosphere (QgT)
QgT can be divided into two components. One is the en-
ergy ﬂux associated with rainfall or snowfall which is de-
noted by Q
gT
1 , the other is the sensible heat ﬂux caused
by turbulent air motions above the glacier surface, which
is denoted by Q
gT
2 . This is slightly different from Tian et
al. (2006), which includes only the latter term.
Q
gT
1 =
(  
cpl

ρl

·
 
Ta − T g
· e
gT
l for rainfall
 
cpi

ρi

·
 
Ta − T g
· e
gT
i for snowfall
(8)
Q
gT
2 = ωgcpaD
g
h
 
Ta − T gs
(9)
where cpl, cpi, cpa are, respectively, the speciﬁc heats of
water, ice and air at constant pressure (kJ/(m3·K)), ρl and ρi
are, respectively, the density of water and ice (kg/m3), T gs
is the glacier surface temperature, which can be replaced by
T g, D
g
h is the turbulent transfer coefﬁcient estimated using
Eqs. (10–13) below (Price and Dunne, 1976):
D
g
hn = κ2u
.
ln
  
z0 − Z − d

z0
2, for neutral condition
(10)
D
g
hs = D
g
hn

(1 + 10Ri), for stable condition (11)
D
g
hu = D
g
hn (1 − 10Ri), for unstable condition (12)
Ri = g
 
z0 − Z − d

·
 
Ta − T gs
u2 ·
1
(Ta + 273.15)
(13)
where D
g
hn,D
g
hs, D
g
hu are the turbulent transfer coefﬁcient
under neutral, stable, and unstable conditions, respectively,
κ is von Karman’s constant (≈0.40), u is wind speed (m/s)
measured at height z0 (m), Z is depth of glacier and its covers
above ground surface (m), d is the zero plane displacement
height (m), z0 is the aerodynamic roughness height over the
glacier surface (m), and Ri is called the Richardson number.
(4) Glacier surface evaporation (e
g
lg+e
g
ig) and related latent
heat ﬂux (l0
lg(e
g
lg+e
g
ig))
Glacier surface evaporation is the combined phase tran-
sition term either by evaporation from water or sublimation
from ice, which will contribute to the latent heat ﬂux across
the glacier surface. Usually it is hard to distinguish between
evaporation and sublimation and therefore they can be calcu-
lated together.
e
g
lg + e
g
ig = ωgρaD
g
h [qs − qa] (14)
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l0
lg = llg + lig −
 
cpi

ρi

· T gs (15)
where qs is the saturation value of speciﬁc humidity of the
glacier surface at T gs, qa is the speciﬁc humidity of atmo-
sphere (kgkg−1), ρa is the density of air (kg/m3), l0
lg is
the combined latent heat of vaporization and sublimation
(kJ/kg), llg and lig are the latent heats of vaporization and
sublimation, respectively(kJ/kg), themeaningsofothersym-
bols are similar to those of Eqs. (8) and (9).
It should be noted that the above equations for sensible
and latent heat ﬂux are point-scale equations and are subject
to the effects of spatial heterogeneity due to the spatial
variability of temperature, wind speed, and glacier depth. In
the interest of simplicity, areal averaged sensible and latent
heat ﬂuxes are replaced by the ones expressed by Eqs. (9)
and (15), estimated at mean elevation of watershed and
multiplied by coefﬁcients c
gT
2 and c
g
lg, respectively, which
is similar to Eq. (1). More sophisticated schemes explicitly
accounting for the effects of the actual heterogeneity present
could be adopted or developed, this is left for future research.
(5) Melting (e
g
il)
When the total energy supply exceeds
the negative heat storage of the g-zone, i.e.
l0
lg(e
g
lg+e
g
ig)+R
g
nωg+QgT>ygωgcpi
 
0−T g
, glacier
melting will occur and the temperature of g-zone will be
kept at zero, i.e. T g≡0◦C. We thus obtain the following
equation:
−lile
g
il=max

l0
lg(e
g
lg+e
g
ig)+R
g
nωg+QgT+ygωgcpiT g,0

(16)
where lil is the latent heat of melting.
3.2 Degree-day method for closing snow melting and accu-
mulation equations
The energy balance methods discussed in Sect. 3.1 for
the g-zone can also be applied to the n-zone without great
changes. The two exceptions are (a) the net solar radiation
is different for diverse albedo of the snow surface, and (b)
the inﬁltration of snowmelt water into the u-zone cannot
be neglected. However, the data required for this method
is not easy to collect, especially in remote regions, due to
the broad extent and spatial heterogeneity of snowpack.
We therefore propose a more parsimonious approach to
close the snow balance equations based on the widely-used
but conceptual degree-day method (Finsterwalder and
Schunk, 1887). Using the degree-day method we can
omit the heat balance equation, and consequently the only
independent unknown is (yn) and dependent unknowns
are

ωn,enT
l ,enT
n ,en
lg,en
ng,enu
l ,en
nl,ent
l

, of which enT
l and
enT
n are, respectively, rainfall and snowfall separated from
precipitation by the threshold temperature method.
(1) Area fraction of snow zone (ωn)
ωn is the area ratio of snow covered zone which can be
related to snow water equivalent with the help of the snow
cover depletion curve (Luce et al., 1999), which can be ex-
pressed as follows:
ωn = f
 
Wa

Wa,max

(17)
where Wa is the snow water equivalent of the n-zone, and
Wa,max is the maximum snow water equivalent of the n-zone.
The snow depletion curve embodies the snow cover
change resulting from snowmelt, and further inﬂuences the
area of the remaining zones. Here we assume the following
principles: when the snow-pack expands, the areas of the
b-zone, v-zone, and t-zone will decrease in that order;
conversely, when snowpack contracts, the areas of the three
zones will increase in the reverse order. Moreover, the
area of the r-zone will keep constant whenever the n-zone
expands and contracts. The speciﬁc shape of the curve can
be determined by snow course observations or by empirical
formulae (Luce et al., 1999).
(2) Snow surface evaporation (en
lg+en
ng)
Snow surface evaporation is the total evaporation rate from
snow surface including evaporation and sublimation, which
is calculated by the following formula:
en
lg + en
ng = cn
lg × E0 × ρl × ωn (18)
where E0 is the evaporation rate obtained from the evapora-
tion pan, cn
lg is the coefﬁcient of snow surface evaporation,
which is assumed to be equal to 0.5, as suggested by Lai and
Ye (1991).
(3) Inﬁltration (enu
l )
enu
l is the mass exchange rate between the n-zone and u-
zone, i.e. inﬁltration. The inﬁltration process is greatly inﬂu-
enced by soil properties such as soil moisture and soil tem-
perature. The experimental formula developed by Gray et
al. (2001) is adopted in this paper to estimate cumulative in-
ﬁltration, which can then be transformed into inﬁltration rate
(enu
l ):
INF = cINF ×
 
Su
0
2.92 ×
 
1 − Su
I
1.64
×
 
273.15 − T u
K
273.15
!−0.45
× t0.44
0 (19)
where INF is the cumulative inﬁltration volume (mm), cINF
is the coefﬁcient accounting for spatial heterogeneity which
is set to 1.0 in our case study (Sect. 4), T u
K is the initial soil
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temperature (K), t0 is the inﬁltration time (hour), Su
0 is soil
surfacesaturation, Su
I istheinitialmoisturecontentincluding
water and ice for the frozen soil, which can be expressed as:
Su
I =
 
εu
l + εu
i

εu (20)
where εu is the soil porosity of u-zone.
Equation (20) is also applied to estimate the inﬁltration
from the b-zone and v-zone. The difference among different
sub-regions lies in the soil surface saturation Su
0 which is
assumed here the area ratio of the surface sub-region to
u-zone. For example, for inﬁltration from snow-pack to
the u-zone, Su
0 is deﬁned as Snu
0 =ωn
ωu, while for the
v-zone and b-zone, the soil surface saturation should be
Svu
0 =ωv
ωu and Sbu
0 =ωb
ωu, respectively.
(4) Snowmelt (en
nl)
The degree-day equation ﬁrst proposed by Finsterwalder
and Schunk (1887) and widely used is adopted after a minor
modiﬁcation for snowmelt modeling.
en
nl = ρn × ωn × anl × (Ta − T0)bnl (21)
where ρn is the mass density of snowpack, ωn is the area
ratio of n-zone, anl and bnl are the coefﬁcients of snow
melting, and T0 is the critical temperature (◦C).
(5) Runoff generation (ent
l )
The residual term from snowmelt minus inﬁltration and
evaporation will stay in the snowpack until it exceeds the
liquid water-holding capacity, estimated from snow density.
The density of new snow is proposed to decrease with tem-
perature, while in the case of old snow it is determined by
overburden pressure (Anderson, 1976; Jordan, 1991). Be-
sides for short-term calculations, we should also estimate the
inﬁltration rate within the snowpack and the time taken by
the melting water to travel through the snowpack to reach the
soil surface (Sun et al., 1999).
3.3 Soil freezing and thawing
In the balance equations for the u-zone, i.e. Eqs. (9) and
(10) in Table 1, we take the variables
 
εu
l ,εu
i ,T u
as inde-
pendent unknowns, and assume the depth (yu) and area ra-
tio (ωu) of the u-zone to be constant. The dependent un-
knowns to be speciﬁed by appropriate closure relationships
are
 
eub
l ,euv
l ,eun
l ,eut
l ,Qub,Quv,Qun,Qut
, of which the
inﬁltration terms, eub
l , euv
l , and eun
l , have been discussed in
Sect. 3.2. However, the total number of unknowns still ex-
ceeds the number of available equations so we should bring
in one more new equation.
Owing to the matric and osmotic potentials, unfrozen soil
water is maintained in a balanced state with ice. Assuming
the existence of balance between water potential and vapor
pressure over pure ice surface, the maximum unfrozen-water
content model is applied to couple the mass and energy bal-
ance equations in the u-zone (Hu et al., 1992, 2006).
εu
l = g(T u) = εu
"
lilT u
T u + 273.16
+ cRT u
K
#−1/B
(gψb)1/B
(22)
where εu is the soil porosity of the u-zone, T u and T u
k are
the averaged temperatures of the u-zone in ◦C and in K, re-
spectively, c is the density of solute in soil, (mol/kg), R is
the universal gas constant (8.3143J/mol/K), g is the gravita-
tional acceleration (m/s2), ψb is the air entry value of the soil
matrix potential (m), and B is the coefﬁcient related to soil
texture.
According to Eq. (22), the change of unfrozen water con-
tent with soil temperature can be expressed as a function of
soil temperature, i.e.
dεu
l
dT u=f(T u). As a result, the mass and
heat balance equations of u-zone in Table 1 can be deduced
as follows:
ωuyucu d
dtT u=Qub+Quv+Qun+Qut+lilρiyuωu d
dt
 
εu
i

ω
− →
u
yucu d
dtT u
=Qub+Quv+Qun+Qut+lil  
eub
l +euv
l +eun
l +eut
l −ρlyuωu d
dt
 
εu
l

dεu
l
dt =
dεu
l
dTu
dTu
dt =f(T u) dTu
dt
− − − − − − − − − − − − − − − →
ωuyucu d
dtT u=Qub+Quv+Qun+Qut+lil 
eub
l +euv
l +eun
l +eut
l −ρlyuωu

f(T u)dT u
dt

−→ ωuyucu d
dtT u=ωuyucu
×
Qub+Quv+Qun+Qut+lil(eub
l +euv
l +eun
l +eut
l )
ωuyu[cu+lilρl×f(T u)]
(23)
dεu
l
dt =
dεu
l
dT u
dT u
dt =f(T u)dT u
dt
Eq. (23)
−→
×ρlyuωu
ρlyuωu dεu
l
dt =ρlyuωuf(T u)
Qub+Quv+Qun+Qut+lil(eub
l +euv
l +eun
l +eut
l )
ωuyu[cu+lilρl×f(T u)]
(24)
ρlyuωu d
dt
 
εu
l

=eub
l +euv
l +eun
l +eut
l −ρiyuωu d
dt
 
εu
i

Eq. (24)
− − − − → ρiyuωu d
dt
 
εu
i

=
eub
l +euv
l +eun
l +eut
l −ρlyuωuf(T u)
Qub+Quv+Qun+Qut+lil(eub
l +euv
l +eun
l +eut
l )
ωuyu[cu+lilρl×f(T u)]
(25)
(1) Heat exchange rate with above sub-regions (Quv, Qub,
and Qun)
Quv,Qub , and Qun are the heat exchanges between the u-
zone and the v-zone, b-zone, and n-zone, respectively, which
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Fig. 4. The Urumqi River and its headwaters area.
include the heat ﬂuxes associated with inﬁltration and the
heat conduction terms between them. Take the vegetation
zone for example, the heat exchange rate is calculated by the
following equation:
Quv = −
 
cpl/ρl

·evu
l ·
 
T u−T v
+Duωv 
T v−T u
/
  
yv+yu
/2

(26)
where the ﬁrst term on r.h.s. represents heat ﬂux associated
with mass exchange, the second one accounts for heat con-
duction, T v is the averaged temperature of v-zone, and Du is
the averaged coefﬁcient of thermal conductivity (kW/(m·K)).
(2) Runoff generation (eut
l )
eut
l is the saturation excess runoff which can be calculated
as follows.
eut
l =

0 if εu
l + εu
i ≤ εu
c
−(euv
l + eub
l + eun
l ) if εu
l + εu
i > εu
c
(27)
where εu
c is the soil moisture at ﬁeld capacity.
4 Application to the headwaters of the Urumqi River
4.1 Study area: headwaters of the Urumqi River
The development and testing of the constitutive relationships
are performed at the headwaters of the Urumqi River (see
Fig. 4). The Urumqi River is located within the Tianshan
Mountain, in the north-west of China, and originates from
Peak Tianger II, located at an elevation of 4486m, and ﬂows
northward to Urumqi City of China. The headwaters of the
river are situated in a permafrost region, seasonally covered
by snow, and drain an area of 28.9km2 with an average ele-
vation of 3860m. It contains 7 glaciers with a total area of
5.6km2, of which the biggest one is No. 1 Glacier with an
area of 1.84km2.
The headwaters of the Urumqi River are one of the most
heavily instrumented and well studied experimental water-
sheds in the cold regions of China. There are 3 streamﬂow
gaugingstations, i.e.TotalControlstation(theoutletstation),
No. 1 Glacier station, and Kongbingdou station, and 1 me-
teorological station named Daxigou located at the elevation
of 3539m, and many other routine observations of glacier
mass and energy balance, glacier movement, and frozen hy-
drologic issues conducted over many years by different re-
searchers (Yang et al., 2000; Shi et al., 2000).
Runoff in the Urumqi River is contributed from rainfall
as well as glacier and snow melting. According to Dax-
igou meteorological station and the Total Control hydrolog-
ical station, the mean annual precipitation is about 400mm,
of which over 75% happens during the summer season from
May to August. Mean air temperature during the summer
season is about 3◦C which leads to melting of glacier and
snowpack (see Fig. 5 for the mean monthly precipitation and
positive accumulated air temperature). It is reported that
runoff volume during the summer season comprised 90% of
yearly runoff volume (Yang and Han, 1994). Our case study
will focus on the runoff modeling during summer season.
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Fig. 5. Mean monthly precipitation and positive accumulated air
temperature for headwaters of Urumqi River (according to the data
measured at Daxigou meteorological station from 1990 to 2002).
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Fig. 6. Relationship between ground surface temperature and dif-
ference between ground surface and air temperature.
4.2 Data pre-processing
(1) Air temperature
Air temperature decreases with elevation at rate of
−0.68◦/100m in the headwaters of the Urumqi River
according to Ding et al. (1998). We transform the air
temperature at Daxigou meteorological station to average air
temperature at mean elevation of the study area.
(2) Ground surface temperature
The temperature of the t-zone, b-zone, and v-zone are
assumed to be equal, and denoted as ground surface tem-
perature. The MODIS images of the watershed in 2002 are
used to derive the relationship between daily mean air tem-
perature and temperature difference between air and ground
surface, as shown in Fig. 6. The temperature measured
by remote sensing image is always at some speciﬁc time,
e.g. 10:30 a.m. (local time) for the image shown in Fig. 6,
which should be transformed to the daily mean temperature
with the help of a correspondence curve relating the point
value and the daily mean value.
Table 2. Total precipitation and mean temperature from May to
August for 1990–1997.
Year precipitation Daily mean Notes
(mm) temperature(◦C)
1990 307.3 3.31 Dry, warm
1991 373.4 2.75 Wetter, warmer
1992 325.6 2.37 Dry, cold
1993 401.8 1.98 Wet, cold
1994 435.3 3.10 Wet, warm
1995 315.1 3.00 Dry, warm
1996 548.2 2.84 Wet, warmer
1997 316.4 3.75 Dry, warm
(3) Precipitation
The precipitation data cannot be used until error correc-
tions are made for use in mountainous regions (Yang et al.,
1988). The type of precipitation depends on the air tempera-
ture, which can be expressed as follows:



Ta ≥ T1 rain=P snow=0
T1 > Ta ≥ T2 rain=P × k1 snow=P × (1−k1)
Ta < T2 rain=0 snow=P
(28)
According to Kang and Ohmura (1994), the critical temper-
atures T1, T2 for Daxigou meteorological station are 5.5◦C
and 2.8◦C, respectively. The temperature data is, however,
the average one at mean elevation of the watershed as men-
tioned above, and therefore both critical temperatures should
be subjected to some calibration.
(4) Snow depletion curve
WeadoptthesnowcoverdepletioncurveobtainedbyLuce
et al. (1999) in Upper Sheep Creek, a sub-watershed of the
Reynolds Creek Experimental Watershed in south-western
Idaho.
ωn=

  
  
0.18
q
Wa

Wa,max 0≤Wa

Wa,max≤0.13
0.42
q
Wa

Wa,max−0.11 0.13≤Wa

Wa,max≤0.34
 
Wa

Wa,max
1.5 0.34≤Wa

Wa,max≤1
(29)
4.3 Model calibration
The Urumqi River is an ephemeral stream which runs dry
from late September to the following April. In this paper
we focus on the runoff simulation from May to August only.
The 8-year period from 1990 to 1997 is chosen for model
calibration and validation. It should be noted that a 50-year
return period ﬂood occured in 1996 which damaged the ﬂow
measurement facilities and altered the landscape properties
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Table 3. Physical parameters for THModel in cold regions.
Symbol Value Unit Symbol Value Unit
6 28.9 (km2) nr 0.03
ωt 0.01 nt 0.05
ωg 0.2 Ku
s 3×10−7 (m/s)
ωv 0.3 Ks
s 3×10−7 (m/s)
lr 3000.3 (m) εu 0.55
wr 7 (m) εs 0.55
γr 8.61 (◦) µ 0.25
γt 43.35 (◦) ψb –0.55 (m)
Table 4. Initial conditions for case study in headwaters of Urumqi
River basin.
Symbol Value Unit
yn 0.75 (m)
yg 40 (m)
ys 6 (m)
yt 0 (m)
mr 0.1 (m2)
yu 2 (m)
T u -3 (◦C)
εu
l 0.1
εu
i 0.15∼0.35 ∗
* The initial ice content varies among years and is estimated by
averaged daily maximum air temperature from January to April, il-
lustrated in Fig. 7.
to some extent (Aziguli et al., 1999). The calibration period
is 1990–1994, and the validation period is 1995–1997. The
main climatic characteristics during the period of model ap-
plication are listed in Table 2.
In Sect. 3 we proposed two different closure schemes for
g-zone and n-zone. In our case study, the energy balance
method (Sect. 3.1) is adopted for the g-zone and the degree-
day method (Sect. 3.2) is adopted for the n-zone. We use a
single REW for the whole study area (28.9km2) while al-
lowing for the spatial heterogeneity inherent in the various
hydrological processes to be represented by the correspond-
ing parameters in the closure relationships.
The geographic data such as drainage area, slope, channel
length etc. are extracted from a DEM with 25m×25m res-
olution (Table 3). The main types of landscape are glacier,
snow, swamp, gravel desert, and high mountainous meadow.
The soil types underlying the study area include cold desert
soils, alpine meadow soil and peat bog soil (Kang et al.,
1997).
The parameters subject to calibration are listed in Table 5
which include threshold temperature and coefﬁcients relat-
ing to partitioning of precipitation and snow melting degree-
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Fig. 7. Relationship between initial ice content and averaged daily
maximum air temperature from January to April.
day model, and the coefﬁcients accounting for spatial het-
erogeneity of energy input. We represent the seasonal frozen
layer with initial soil ice contents instead of layer depths.
The initial soil ice content of each year is determined by the
mean daily maximum air temperature from January to April
(see Table 4 and Fig. 7). Three standard indices, i.e. Nash-
Sutcliffe efﬁciency coefﬁcient (R2), index of volumetric ﬁt
(IVF), and relative error (RE), are selected to guide mannual
calibration, see Eqs. (30)–(32).
R2 = 1 −
n P
i=1
(Qoi − Qsi)2
n P
i=1
(Qoi − Qo)2
(30)
IVF =
X
Qsi/
X
Qoi − 1 (31)
RE =
1
nQo
n X
i=1
|Qoi − Qsi| (32)
where Qoi, Qsi are observed and simulated daily discharges,
respectively, Qo isthemeanobserveddischarge, nisthetotal
number of time steps.
During the 5-year calibration period, we obtained an R2
value falling within 0.64∼0.80 except for 1992 (0.24), IVF
within −0.12∼0.073, and RE within 0.24∼0.41 (see Ta-
ble 6). The highest R2 and the lowest IVF and RE are ob-
tained simultaneously in the dry and warm year (i.e. 1990,
see Table 2). The abnormal R2 value for 1992 may be due to
the abnormal data in that year, e.g. the discharge exhibits an
oppositetrendincomparisontoprecipitationforthetwodays
identiﬁed by two dotted lines in Fig. 8, even while having
similar air temperatures; the gauged streamﬂow increased
when air temperature decreased in the left circle, while the
opposite trend happened in the right circle.
The model predictions during the 5-year calibration period
are presented in various panels of Figs. 9 and 10a. Figure 9a
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Table 5. Calibrated parameters.
Symbol Value In Eq. Symbol Value In Eq.
T1 –1 (28)
anl
Ta≥3◦C 1.5 (21)
T2 –2 (28) 3◦C>Ta≥0◦C 1.3 (21)
0◦C>Ta≥−3◦C 0.4 (21)
k1
May 0.1 (28)
June 0.1 (28) Ta≥3◦C 1 (21)
July 0.2 (28) bnl 3◦C>Ta≥0◦C 0.6 (21)
August 0.2 (28) 0◦C>Ta≥−3◦C 0.5 (21)
c
g
rn 0.7 (1)
T0
Ta≥3◦C 0.4 (21)
c
gT
2 0.6 (9) 3◦C>Ta≥0◦C 0.5 (21)
c
gT
lg 0.6 (15) 0◦C>Ta≥−3◦C 3 (21)
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Fig. 8. Some abnormal trends among precipitation, energy input and discharge in 1992.
shows the measured precipitation rates over the simulation
period, i.e. May–August in each of the 5 years. Figure 9b
presents the corresponding observed air temperature, which
is the key to determine the type of precipitation, either snow-
fall or rainfall, as discussed before. In fact, during the simu-
lation period about 25% of the precipitation is in the form of
snow, which is a signiﬁcant component of the precipitation
input. Figure 9c presents the modeled snow water equiva-
lent (SWE). Note that the model simulations are carried out
only in a piece-wise fashion, during the May–August period,
which means that the initial conditions of the various storage
terms needed to be speciﬁed. In the case of snow storage, we
settheinitialstorageatanotionalamountof120mm. Inreal-
ity, of course, snow accumulation mostly happens during the
winterperiod, althoughtheaccumulationmightcontinueinto
spring also in some years and the maximum snowpack may
indeed occur in spring or early summer, as shown in Fig. 9c.
One can also see that as the temperature goes up and remains
above the freezing temperature in the May–August period,
the snow that is accumulated over the previous months and
even after May begins to melt. The difference between the
initial snow storage at the beginning of May and the ﬁnal
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Fig. 9. Model calibration results: (a) observed precipitation (mm), (b) observed air temperature (◦C), (c) simulated snow water equivalent
(SWE) (mm), (d) simulated soil volumetric contents of moisture and ice (−), (e) simulated runoff generation components without routing
including ones contributed from glacier melting, from snow melting, and from direct rainfall (m3/s), (f) observed and simulated discharge
(m3/s).
 
 
 
 
  Fig. 10. 1:1 line of observed and simulated daily discharge for: (a) calibration period and (b) validation period.
storage at the end of August represents (approximately) the
net volume of snowmelt in each year. The total volume of
snowmelt water in each year will be proportional to the net
energy available for the melting (we call it current energy
content): to ﬁrst order, we assume that the energy available
can be approximately measured by the average temperature
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Table 6. Evaluation merits.
Type Year R2 IVF RE
1990 0.80 0.02 0.24
1991 0.77 –0.12 0.25
Calibration 1992 0.24 0.07 0.41
1993 0.64 0.073 0.34
1994 0.79 0.03 0.29
1995 0.73 –0.19 0.26
Validation 1996 0.48 –0.13 0.12
1997 0.49 –0.17 0.27
over the May–August time period. This is supported by anal-
ysis of total solar radiation measured over the simulation pe-
riod – it showed a very good reasonable relationship to aver-
age air temperature over the same period.
On the other hand, not all of this snowmelt contributes to
runoff in the river, since some of the snowmelt can inﬁltrate
into the soil and runoff generation rate from snowmelt is only
what is in excess of the local inﬁltration capacity. In a cold
region such as this, inﬁltration capacity of the soil is depen-
dent not only on soil moisture content but also soil ice con-
tent; the latter can tend to make the soil impermeable and
reduce the inﬁltration capacity substantially. Because much
of the soil freezing occurs during the cold season, the mag-
nitudes of the soil water and ice contents at the beginning of
May depends on the energy that had been available over that
period (we call this antecedent energy content): as before,
we could assume to ﬁrst order the relative soil ice and wa-
ter contents are governed approximately by the average tem-
perature over the January–April period. For example, from
Fig. 7 we know that a linear relationship exists between the
initial ice content and the average daily maximum air tem-
perature from January to April. The soil ice content can thus
be seen as some kind of memory of the antecedent energy
content. In other words, the inﬁltration capacity of the soil
is dependent on, and has a memory of the antecedent en-
ergy content, as measured by the average temperature over
the previous January–April period. In summary, then, the
actual amount of snowmelt runoff in each year will be de-
pendent, to ﬁrst order, on the average air temperature over
the May–August period, and the average temperature over
the antecedent January–April period.
Figure 9d presents the predicted soil ice and water con-
tents over the May–August period. These are predicted by
means of an energy balance model of unsaturated zone. The
general trends are that as the atmosphere warms the soil ice
contentdecreaseswhilethesoilwatercontentincreasesatthe
same rate, conﬁrming that the changes represent essentially
a simple phase change. However, the initial conditions for
both ice and water contents are very different between years,
which reﬂects the extent of freezing that happened in the an-
tecedent period. For example, Fig. 9d shows that the ﬁrst
two years (1990–1991) have relatively higher initial soil ice
contents and thus the corresponding soil ice curves occupy
a higher position during the May–August period compared
to the subsequent three years (1992–1994). As indicated by
Eq. (19), more ice in the soil will decrease the inﬁltration ca-
pacity of water into the soil column. Therefore, the higher
soil ice content will mean lower inﬁltration capacity and thus
higher surface runoff generation ratio, which especially im-
pacts the runoff generation from snow melting greatly due to
its moderate melting rate.
Figure 9e presents rates of runoff generation predicted by
the model, broken up into glacier melting, direct rainfall, and
snow melting. Our detailed analysis of these rates shows
that, averagely, glacier melting contributes roughly 325mm
to streamﬂow per year, and is relatively invariant between
years. On the other hand, runoff due to rainfall (30mm) and
the melting of snow in the n-zone (30mm) contribute much
smaller volumes per year, although they contribute much
more to both the intra-annual and inter-annual variabilities
of streamﬂow, as shown in Fig. 9e. The contribution of snow
melting from the glacier zone is less than 10mm, and rela-
tively constant between years. All of these are assumed to
contribute to surface runoff (overland ﬂow). Due to the exis-
tence of permafrost during much of the year, lateral subsur-
face ﬂow is generally weak and is assumed to be negligible.
Figure 9e shows, as mentioned above, that glacier melting is
the most dominant component except during several intense
rainfall events. This is attributable to the lower (almost zero)
inﬁltration capacity of the glacier zone compared to the snow
covered zone, the large area ratio associated with glacier in
the study catchment. The volume of glacier melt is thus
dependent only on the current energy content (i.e. average
temperature over the May–August period). Snow melt ac-
counts for a much smaller portion of the total runoff volume
as well as the ﬂood peaks, which is attributable to the higher
inﬁltration capacity as well as the lower area ratio associated
with the snow pack, when compared to the glacier zone. The
daily contribution of snowmelt to the total runoff is seen to
be small during the last three years (1992–1994) compared
to the ﬁrst two years (1990–1991), even while exhibiting si-
miliar average air temperatures (see also Table 2). This can
be explained by their lower soil ice contents in the last three
years. Therefore, one can see that the inﬂuence of energy in-
putontherunoffgenerationistwofold: thecurrentenergyin-
put provides the available energy for ice/snow melting which
is the source of runoff, while the antecedent energy input de-
termines the inﬁltration capacity which is a critical threshold
to balance the storage and release functions of the watershed.
Finally, Fig. 9e also indicates that the rainfall-runoff compo-
nent is a signiﬁcant contributor to ﬂood peaks, even if it may
not be signiﬁcant in volumetric terms. This feature implies a
dual process control on the volume of runoff and the associ-
ated ﬂood peaks in the Urumqi catchment and other similar
catchments in cold regions, the understanding of which is
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Fig. 11. Model validation results: (a) observed precipitation (mm), (b) observed air temperature (◦C), (c) simulated snow water equivalent
(SWE) (mm), (d) simulated soil volumetric contents of moisture and ice (−), (e) simulated runoff generation components without routing
including ones contributed from glacier melting, from snow melting, and from direct rainfall (m3/s), (f) observed and simulated discharge
(m3/s).
crucial to make predictions of the impacts of climate change
(i.e. changes in rainfall and/or temperature), with implica-
tions for water resources utilization and ﬂood hazard man-
agement.
Figure 10a shows the correlation between observed dis-
charge and the simulated one via a 1:1 straight line, and we
can see that there is no signiﬁcant systematic deviation for
different ﬂow regimes, e.g. high ﬂow regime and low ﬂow
regime.
4.4 Model validation and sensitivity analysis
Using the parameters obtained by calibration over the period
1990–1994, the model is then validated for the year 1995–
1997. The results are shown in Table 6 and Figs. 10b and
11 from which similar conclusions can be drawn from the
validation period as from the calibration period (Sect. 4.3).
For example, in Fig. 11d, e the years 1996 and 1997 exhibit
the opposite extremes for soil ice contents and snow melting
induced runoff which more clearly expose the inﬂuence of
the antecedent energy condition on runoff generation. Note
that, as mentioned before, the results from the year 1996
were not used for model validation and also interpretation
of the results. This year experienced extreme precipitation
in the form of rainfall, and may have changed the landscape,
especially the river hydraulic properties, rendering the ob-
servations in this and subsequent years subject to consider-
able uncertainty, and the measures of good ﬁt for the years
1996 and 1997 would not be highly reliable. Note that the
R2 value (0.49) obtained for 1997 is not as good as that for
1995 (0.73).
Earlier, we discussed the ﬁrst order controls on the annual
runoff volume, and argued that the latter may be dependent,
broadly, on current energy content (as measured by the aver-
age air-temperature over the May–August period), and also
ontheantecedentenergycontent(asmeasuredbytheaverage
air temperature over the January–April period). Figure 12
articulates this functional relationship in a simple and com-
pact manner. It relates the observed daily mean discharge
from 1990 to 1997 (averaged over the May–August period,
but excluding the year 1996 for data absence) and the ob-
served daily mean temperatures (representing the energy in-
put) during the antecedent periods (January–April, Fig. 12a)
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Fig. 12. Relationships between observed daily mean discharge from 1990 to 1997 excluding 1996 and (a) observed daily mean temperature
during the antecedent periods (January–April) and (b) that during the simulation periods (May–August).
Table 7. Parameter sensitivity analysis.
Symbol δV (%) δR2(%)
T1 5.66 8.16
T2 3.72 2.10
k1 0.0007 1.85
anl 5.44 9.27
bnl 6.23 6.17
T0 0.46 2.42
c
g
rn 68.54 16.03
c
gT
2 5.17 0.27
c
gT
lg 4.74 4.33
as well as the simulation periods (May–August, Fig. 12b).
The results presented in Fig. 12 conﬁrm (i) the negative cor-
relation between runoff and antecedent energy content (due
to its indirect impact on the inﬁltration capacity of frozen
soil and thus losses), in contrast to (ii) the positive correla-
tion between runoff and current energy content (due to the
direct impact on melt rates). The outlying point for 1997
in Fig. 12 may be an indication of the possible change of
landscape properties that may have been caused by the 1996
ﬂood.
Model sensitivity analysis is simply carried out by one-at-
a-time perturbation approach on all 9 calibrated parameters
in Table 5. The effects of parameter changes on runoff are
deﬁned by the relative change in runoff volume (δV) and the
relative change in Nash-Sutcliffe efﬁciency (δR2) shown in
Eqs. (33) and (34) (Zhang and Savenije, 2005) with the cali-
bration dataset.
δV =

 
 

 
n P
i=1
(Qi+ − Qi−)
n P
i=1
Qim

 
 
 

× 100% (33)
where Qi+, Qi−, and Qim refer to the discharge at the time
step i with the parameter value varied by +50%, −50%, and
the manually calibrated parameter value, respectively. The
larger δV, the more sensitive the model is to the parameter
under study.
δR2 =
 
 

R2
+ − R2
−
R2
m
 
 

× 100% (34)
where R2
+, R2
−, and R2
m are the Nash-Sutcliffe efﬁciency
values with the parameter value varied by +50%, −50%,
and the manually calibrated parameter value, respectively.
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Similiar to δV, the larger δR2, the more sensitive the model is
to the parameter under study.
The sensitivity analysis results (see Table 7) show that
runoff simulations are highly sensitive to precipitation par-
titioning and spatial heterogeneity parameters. The former
one, i.e. T1, determine how much water in streams comes
from melting and how much from direct runoff, and the lat-
ter one, i.e. c
g
rn, inﬂuence glacier melting available energy
greatly. Our sensitivity analysis results can be explained if
we recall the fact that the case study area has a short resi-
dence time and that glacier melting is dominant.
5 Summary and conclusion
As stated by many researchers (Beven, 2002, 2006; Zehe
and Sivapalan, 2007; Reggiani and Schellekens, 2003; Lee
et al., 2007), the closure problem is one of the most crucial
issues standing in the way of the REW approach becoming
an alternative blueprint for distributed hydrological model-
ing. Although great progress has been made in theoretical
and applied aspects of the REW approach in recent years
(Reggiani et al., 1998, 1999; Reggiani and Rientjes, 2005;
Tian, 2006; Tian et al., 2006, 2008; Lee et al., 2007; Zhang
et al., 2006), energy balance equations have been excluded in
these applications. The development and testing of appropri-
ate constitutive relationships for processes occurring in cold
regions continue to hamper its application to cold and even
temperate regions.
In this paper, within the extended framework of the REW
approach provided by Tian et al. (2006), we proposed a set
of closure schemes for cold region processes. These were
classiﬁed into two different types, i.e. glacier and snow melt-
ing/accumulation, and soil freezing/thawing. A rigorous en-
ergy balance method has been proposed to close the balance
equations of melting/accumulation processes, along with the
conceptual degree-day method. The closure schemes for soil
freezing and thawing are based on the maximum unfrozen-
water content model. We applied the proposed closure
schemes to the headwaters of the Urumqi River and obtained
the promising results. Although in this paper we focus on
runoff simulation, the modelalso produces reasonableresults
on the variations of internal variables, e.g. snow water equiv-
alent, soil water and ice content, etc. These could be further
diagnosed and/or validated by using more observed datasets.
Our results show that the volume of streamﬂow in the
headwaters of Urumqi River basin is totally dominated by
the glacier melting due to the large area ratio covered by the
glaciers which points to considerable uncertainty about wa-
ter resource availability under possible climate changes, and
the peak value is controlled by both glacier melting and sig-
niﬁcant rainfall events. However, this conclusion may be re-
stricted within the headwater areas. When the model applica-
tion is expanded to the mid- and downstream areas, the area
ratio covered by the glaciers decreases and the importance of
snow melting could increase accordingly. At the same time,
the average elevation will be lower and the air temperature
should increase and hence the runoff contributed from direct
rainfall should also become more important. Also, the model
resultsshowthecomplexinﬂuencesofenergyinputonrunoff
generation, i.e. the antecedent energy input determines the
inﬁltration capacity and the current energy input decides the
snow/ice melting amount which points to the importance of
seasonal variability of energy input on runoff generation.
It should be noted that the constitutive relationships pro-
posed in this paper for cold regions processes may not oc-
cur throughout the year in all cold regions. For example,
in seasonally frozen areas soil may behave as frozen soil in
the cold season and as normal soil in the warm season, and
for seasonally snow-covered areas, snow cover accumulates
during the cold season and melts and disappears during the
warm season. The simulation of the switching pattern can be
accomplished by switching the closure schemes in different
seasons, in which case the transition between accumulation
and melting should be modeled very carefully. Also, sen-
sitivity analysis suggested that the spatial heterogeneity of
energy input, which inﬂuences the runoff simulation greatly,
should be considered more carefully in the mountainous ar-
eas.
In our case study, the runoff contributed by glacier melt-
ing turned out to be the most important component, and for
this reason in this paper we focused on the melt processes
of glacier and deal with the other processes in a relatively
simpler manner. Although the closure schemes developed
in this paper will not prevent us from focusing on snow melt
processes, more detailed analyses should be carried out to in-
vestigate snow accumulation and redistribution, and the de-
pletion of snow cover will become dominant in most cold
catchments. These difﬁcult issues and the generalization of
the REW framework to deal with these are left for future re-
search.
Nomenclature
Latin symbols
anl Coefﬁcient of daily snow melting
as Regression constant
bnl Coefﬁcient of daily snow melting
bs Regression constant
B Coefﬁcient of unfrozen water con-
tent model related to soil texture
c Density of solute in soil

molM−1
cINF Coefﬁcient of inﬁltration
c
g
rn Coefﬁcient of radiation of g-zone
c
gT
2 Coefﬁcient of sensible heat ﬂux of
g-zone
c
g
lg Coefﬁcient of latent heat ﬂux of g-
zone
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cn
lg Coefﬁcient of snow sur-
face evaporation
cpa Speciﬁc heat of air at a
constant pressure

ML−1T −22−1
cpi Speciﬁc heat of ice at a
constant pressure

ML−1T −22−1
cpl Speciﬁc heat of water at
a constant pressure

ML−1T −22−1
cg Averaged speciﬁc heat of
g-zone

ML−1T −22−1
cn Averaged speciﬁc heat of
n-zone

ML−1T −22−1
cu Averaged speciﬁc heat of
u-zone

ML−1T −22−1
d Zero plane displacement [L]
dr Inverse relative distance
Earth-Sun
D
g
h Turbulent transfer coefﬁ-
cient of g-zone

LT −1
D
g
hn Turbulent transfer coef-
ﬁcient of g-zone under
neutral conditions

LT −1
D
g
hs Turbulent transfer coef-
ﬁcient of g-zone under
stable conditions

LT −1
D
g
hu Turbulent transfer coefﬁ-
cient of g-zone under un-
stable conditions

LT −1
Du Averaged coefﬁcient of
thermal conductivity

MLT −32−1
ea Actual vapor pressure

ML−1T 2
e
gT
l ,e
gT
i Rainfall and snowfall in
g-zone

ML−2T −1
e
gu
l ,e
gt
l Mass exchange between
g-zone and u-zone , t-
zone, respectively, in liq-
uid phase

ML−2T −1
e
g
lg,e
g
ig Evaporation and subli-
mation of g-zone

ML−2T −1
e
g
li,e
g
il Water freezing and ice
melting of g-zone

ML−2T −1
enT
l ,enT
n Rainfall and snowfall in
n-zone

ML−2T −1
enu
l ,ent
l Mass exchange between
n-zone and u-zone, t-
zone, respectively, in liq-
uid phase

ML−2T −1
en
lg,en
ng Evapration and sublima-
tion of n-zone

ML−2T −1
en
ln,en
nl Water freezing and ice
melting of n-zone

ML−2T −1
eub
l ,e
ug
l ,eun
l Mass exchange between
u-zone and b-zone, g-
zone, n-zone, respec-
tively, in liquid phase

ML−2T −1
eus
l ,eut
l ,euv
l Mass exchange between
u-zone and s-zone, t-
zone, v-zone, respec-
tively, in liquid phase

ML−2T −1
euEXT
l ,euL
l Mass exchange between
u-zone and the exter-
nal world, neighboring
REW L=1...Nk, respec-
tively, in liquid phase

ML−2T −1
eu
li,eu
il Water freezing and ice
melting of u-zone

ML−2T −1
E0 Daily evaporation rate
obtained from evapora-
tion pan

LT −1
f The function of snow
cover depletion
g Gravitational constant

LT −2
INF Cumulative inﬁltration
volume
[L]
IVF Water balance index
k1 Rain ratio when rain and
snow happen together
Ks
s,Ku
s Hydraulic conductivity
in s-zone and u-zone,
respectively

LT −1
llg,lil,lig Latent heat of vaporiza-
tion, melting, and subli-
mation

L2T −2
l
0
lg Integrated latent heat of
vaporization and subli-
mation

L2T −2
lr Channel length [L]
mr Cross-section area of
main channel

L2
nr,nt Manning’s n (r-zone),
Manning’s n (t-zone)
n Total time steps of ob-
served or simulated daily
discharge
nsun Actual duration of sun-
shine
[T]
Nsun Maximum possible dura-
tion of sunshine or day-
light hours
[T]
P Daily precipitation

ML−2T −1
qa,qs Actual humidity and sat-
urated humidity
QgT,QnT Heat exchange rate with
atmosphere of g-zone
and n-zone, respectively

MT −3
Q
gT
1 Energy ﬂux of g-zone
accompanied with rain-
fall or snowfall

MT −3
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Q
gT
2 Sensible heat ﬂux of g-
zone

MT −3
Qnu Heat exchange rate be-
tween n-zone and u-zone

MT −3
Qub,Quv,Qun,Qut Heat exchange rate be-
tween u-zone and b-
zone, v-zone, n-zone, t-
zone, respectively

MT −3
Qoi,Qsi Observed or simulated
daily discharge at the ith
step, respectively

LT −3
Qo Mean observed dis-
charge

LT −3
Qi+,Qi−,Qim The discharge at the
ith step with parameter
value varied by +50%,
−50%, and the manu-
ally calibrated parameter
value, respectively

LT −3
rain Quantity of daily rainfall

ML−2T −1
R
g
n Net radiation intensity of
g-zone

MT −3
R
g
n Areal averaged net radi-
ation intensity of g-zone

MT −3
R
g
nl Local net long-wave ra-
diation of g-zone

MT −3
R
g
s Local surface solar radi-
ation of g-zone

MT −3
R
g
so Clear-sky radiation of g-
zone

MT −3
snow Quantity of daily snow-
fall

ML−2T −1
Su
0,Snu
0 , Svu
0 ,Sbu
0 Soil surface saturation
and its special form for
inﬁltration from n-zone,
v-zone and b-zone, re-
spectively.
Su
I Initial moisture content
t0 Inﬁltration time [T]
T0 Critical temperature of
snow melting
[2]
T1 Critical temperature of
deﬁning rain form
[2]
T2 Critical temperature of
deﬁning snow form
[2]
Ta Daily mean air tempera-
ture
[2]
Ta,max Daily maximum abso-
lute temperature
[2]
Ta,min Daily minimum absolute
temperature
[2]
T g,T n,T v Averaged temperature of
g-zone,n-zone,v-zone,
respectively
[2]
T gs Glacier surface tem-
perature
[2]
T u,T u
K Averaged temperature
of u-zone in degrees
Celsius, Kelvin, re-
spectively
[2]
u Wind speed

LT −1
wr Channel width [L]
Wa Snow water equivalent
of n-zone
[L]
Wa,max Maximum snow water
equivalent of n-zone
[L]
yg,yn,yu,ys,yt Depth of g-zone,n-
zone,u-zone,s-zone,t-
zone, respectively
[L]
Z Depth of glacier and
its covers (above
ground surface)
[L]
z0 Aerodynamic rough-
ness height over
glacier surface
[L]
z0 Height of measured
wind speed
[L]
Greek symbols
αg Albedo of glacier sur-
face
αice Ice surface albedo
αsnow Snow surface albedo
εu
l ,εu
i Soil liquid water con-
tent, ice content, re-
spectively
εu
c Soil ﬁeld moisture ca-
pacity
εu,εs Soil porosity of u-
zone and s-zone, re-
spectively
ρ
g
i ,ρn
n,ρu
i Time-averaged density
of solid phase in
g-zone,n-zone and
u-zone, respectively

ML−3
ρn
l ,ρu
l Time-averaged density
of liquid phase in n-
zone and u-zone, re-
spectively

ML−3
ρi,ρl Density of ice, water

ML−3
ρa,ρn Density of air, snow

ML−3
ϕ Latitude
ϕb Soil matrix potential
of air entry
[L]
σ Stefan-Boltzmann
constant

MT −32−4
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µ Soil pore distribution index
κ Von Karman’s constant
δ Solar declination
δV Relative change in runoff volume
δR2 Relative change in Nash-Sutcliffe
efﬁciecy
6 Horizontal projected area of water-
shed

L2
γ r,γ t Slope of r-zone slope of t-zone
ωs Sunset hour angle
ωg,ωn Time-averaged horizontal projected
area ratio of g-zone,n-zone, respec-
tively
ωu,ωb Time-averaged horizontal projected
area ratio of u-zone,b-zone, respec-
tively
ωv,ωt Time-averaged horizontal projected
area ratio of v-zone,t-zone, respec-
tively
Note: M is the dimension of mass, L is the dimension of
length, T is the dimension of time, and 2 is the dimension
of temperature. mol is the dimension of mol.
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